
* FOR ALL AVAILABLE OPTIONS CHECK THE USER MANUAL OF THE DRIVE
Title

Size Document Number: Rev

Date: Sheet of

Copyright © Technosoft 2021.  All rights reserved.

BA4
1 10221

iPOS4808 BX-CAN - Electrical Connection Diagram

P091.027.BX-CANCDG.0221

Title
Size Document Number: Rev

of
A4

1 1

iPOS4808 BX-CAN-STO

Author:
ALN

36V max
or

+5VOUT

Ref
100Ω÷1KΩ

GND

0÷5V 

FBDK 0÷5V 100Ω÷1KΩ

2

3

11

12

J7
Analog
Inputs

OUT2/ErrorLOAD

0.5 A max

OUT3/ReadyLOAD

0.5 A max
LOAD OUT0

0.5 A max
LOAD OUT1

0.5 A max

7

16

15

17

J7
Digital

Outputs

LOAD OUT4
0.5 A max

18
+VLOG

GND
CAN_Lo
CAN_Hi12

0R
5%

, 0
.2

5W

CAN terminator 
(for the first and the last node 

of the network)

3

2

J5,J6
CAN

Connection
4

3

1, 2

J1
Logic

Power
Supply

Logic power supply
DC SELV/ PELV
Power Supply

Isolated
Transformer

+

-

9V/0.4A....36V/0.12A 

2

4
J9

STO
3

1

STO1+

STO2+
STO2-
STO1-+

18...36V
SELV/ PELV

A

B

C

H1

H2

H3

+5V

GND

MOTOR
HALL

SIGNALS*

Motor power supply

CHOPPING RESISTOR

DC Power Supply

Isolated
Transformer

+

-

3

4

5

1

6

2

7

4

1, 2

J2
Digital
Hall
Signals
Input

J2
Motor
Connector

J1
Motor
Power
Supply

11-50V, 8ANOM

typ. 10Ω

BLDC
MOTOR*

9

8, 10

1
3

2, 4

PC
RS232J8

RS232
Connection GND

232Tx
232Rx

J3

Feedback #1
Connector

Feedback #2

J4

Feedback #2
Connector

6
5
4
3
2
1

10
7, 9

Enc A1+
Enc A1-
Enc B1+
Enc B1-
Enc Z1+
Enc Z1-
+5V
GND

Feedback #1

Enc A2+
Enc A2-
Enc B2+
Enc B2-
Enc Z2+
Enc Z2-
+5V
GND

6
5
4
3
2
1

10
7, 9

Transmission

GND

IN2/LSP

IN0
IN1

IN3/LSN

4
13
14
6

11

Digital
Inputs

+VLOG 8

IN5
IN6

1

10

J7PNP or NPN
outputs

from controller

P/N:P027.314.E201 

SW2

1
18

23456789
1011121314151617

12
34

12
34

12
34

J5J6J7J8

1
2

3
4

1
2

3
4

5
6

7
8

9
10

J3

J4

J1

J2

21
109

21
109

1
2

3
4

SW1

J9

1
2

3
4

5
6

7
8 A1-/Sin-

GND

B-/Cos-
Z1-

A1+/Sin+

+5VOUT

Tmot

B+/Cos+
Z/Z1+

GND

Feedback #1

A/A+B/A-
Motor

C/B+CR/B-
Hall1GND
Hall2+5VOUT

Hall3GND

A2-/DAT-

GND

B2-/CLK-
Z2-

A2+/DAT+

+5VOUT

Fdbk

B2+/CLK+
Z2+

GND

Feedback #2

GND+VLOG

Supply

GND+VMOT

n.
c.

Er
ro

r

R
ef

IN
0

LS
N

+5
V O

U
T

Fd
bk

IN
1

LS
P

O
U

T0

G
N

D

+V
LO

G

R
ea

dy

I/O

O
U

T1

IN
5

IN
6

n.
c.

O
U

T4

TX
R

X

G
N

D

RS232

G
N

D

STO1+
STO

STO2+
STO1-
STO2-

A
xisID

R
ea

dy
Er

ro
r

G
N

D

n.
c.

C
A

N
-L

C
A

N
-H

CAN

G
N

D

n.
c.

C
A

N
-L

C
A

N
-H

CAN

iPOS4808 BX-CAN-STO
Intelligent Servo Drive

Disable STO2+
Disable STO1+

120Ω B1+/B1-
120Ω Z1+/Z1-

120Ω A1+/A1-

CONFIG

Disable STO2-
Disable STO1-

CANopen
TMLCAN


	1: ver 4

